
Config Com2 as Modbus-RTU,9600,8,N,1

0 M1002

ON only fo
r 1 scan a
fter RUN. 
Initial pu

MOV H81 D1120

COM2(RS-48
5) Communi
cation pro
tocol

SET M1120

COM2(RS-48
5) Communi
cation pro
tocol hold

SET M1143

1.COM2(RS-
485) ASCII
/RTU mode 
selections

Slave Station Number setting
Altivar1: station2
Altivar2: station4
Altivar3: station6

8 M1002

ON only fo
r 1 scan a
fter RUN. 
Initial pu

SET M1356

Enable sta
tion numbe
r selectio
n function

MOV K2 D1900

SLAVE ID# 
14 PLC LIN
K reads. C
ommunicati

MOV K4 D1901

SLAVE ID# 
14 PLC LIN
K reads. C
ommunicati

MOV K6 D1902

SLAVE ID# 
14 PLC LIN
K reads. C
ommunicati

Slave address settings
Read:
D1480, D1512, D1544 = Status word
D1481, D1513, D1545 = Output frequency applied to the motor
D1482, D1514, D1546 = Frequency reference before ramp
D1483, D1515, D1547 = Current in the motor
Write:
D1496, D1528, D1560 = High speed 
D1497, D1529, D1561 = Low speed

25 M1002

ON only fo
r 1 scan a
fter RUN. 
Initial pu

FMOV HC81 D1355

Starting r
eference f
or Master 
to read fr

K3

FMOV K4 D1434

Data lengt
h to be re
ad on Salv
e ID#1

K3

FMOV HC20 D1415

Starting r
eference f
or Master 
to write i

K3

FMOV K2 D1450

Data lengt
h to be wr
itten on S
lave ID#1

K3

Enable / Disable the Slave ID#
for example, if M1360 = OFF, ID 1 is Disabled
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54 M1002

ON only fo
r 1 scan a
fter RUN. 
Initial pu

SET M1355

Selecting 
Slave link
ing mode i
n EASY PLC

SET M1360

Slave ID#1
 status on
 PLC Link 
network

SET M1361

Slave ID#2
 status on
 PLC Link 
network

SET M1362

Slave ID#3
 status on
 PLC Link 
network

Start Modbus Link

M1392 = Error Flag for ID 1 (ON = normal; OFF = error)

59 M1002

ON only fo
r 1 scan a
fter RUN. 
Initial pu

SET M1351

Enable aut
o mode on 
PLC Link

SET M1350

Enable the
 function 
of PLC Lin
k

62

END




